
STRUCTURE STONE:

Description

This work consists of furnishing, stockpiling, placing and maintaining approved stone
used to construct rock cross-vanes, rock vanes, j-hook vanes, w-rock cross vanes, log
vanes, root wad/log vanes, log cross vanes, root wad structures, rock cross vanes for step
pools, channel blocks, double wing deflectors, single wing deflectors, stream crossings,
rock energy dissipaters, constructed riffles, and for use in other locations as directed.

The quantity of stone to be installed will be affected by the actual conditions that occur
during the construction of the project.  The quantity of stone may be increased,
decreased, or eliminated entirely as directed. Such variations in quantity will not be
considered as alterations in the details of construction or a change in the character of the
work.

Materials

Refer to Division 10

Item Section
No. 57 Stone 1005
Riprap, Class A, B, 1, and 2 1042
Filter Fabric for Drainage, Type 2 1056

Boulders shall meet the requirements of Section 1042 of the Standard Specifications.
Boulders of minimum dimension 48" x 36" x 24" shall be individually picked for use in
the structures.  Boulders shall be relatively flat on either side in the same dimension,
preferably the long dimension.

Construction Methods

The Contractor shall place filter fabric and stone in locations and to the thickness, widths,
and lengths as shown on the plans or as directed.  All stone shall be placed to form a
sediment and erosion control device, an in-stream structure, or a channel lining neatly
and uniformly with an even surface in accordance with the contract and shall meet the
approval of the Engineer.

Measurement and Payment

No. 57 Stone will be measured and paid as the actual number of tons that have been
incorporated into the work, or have been delivered to and stockpiled on the project as
directed.  No. 57 stone that has been stockpiled will not be measured a second time.

Riprap, Class __ will be measured and paid for in accordance with Article 876-4 of the
Standard Specifications.



Filter Fabric for Drainage will be measured and paid for in accordance with Article 876-
4 of the Standard Specifications.

Boulders will be measured and paid for as the actual number of tons that have been
incorporated into the work, or have been delivered to and stockpiled on the project as
directed.  Stone that has been stockpiled will not be measured a second time.

Such price and payment will be full compensation for all work covered by this section,
including but not limited to furnishing, weighing, stockpiling, re-handling, placing, and
maintaining the stone and disposal of any materials not incorporated into the project.

Payment will be made under:

Pay Item Pay Unit
No. 57 Stone Ton
Boulder Ton


